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A reagentless electrochemical biosensor for hydrogen peroxide was fabricated. The sensor carries a
monolayer of nanocomplex composed of horseradish peroxidase and Au-nanoparticle, and responds to
hydrogen peroxide through the highly efﬁcient direct electron transfer at a mild electrode potential
without any soluble mediator. Formation of the nanocomplex was studied with visible spectroscopy
and size exclusion chromatography. The sensor performance was analyzed based on a hydrodynamic
electrochemical technique and enzyme kinetics. The sensor was applied to fabrication of sensors for
glucose and uric acid through further modiﬁcation of the nanocomplex-carrying electrode with the
corresponding hydrogen peroxide-generating oxidases, glucose oxidase and urate oxidase, respectively.
 2015 The Authors. Published by Elsevier B.V. This is an open access article under the CC BY-NC-ND
license (http://creativecommons.org/licenses/by-nc-nd/4.0/).1. Introduction
Recent progress in nanomaterials enables us new strategies in a
wide ﬁeld of science and technology. As nanomaterials feature
unique surface and electronic characters, they have attracted a
strong interest to apply them for fabricating functional systems,
of course, within the ﬁeld of biosensors [1]. Especially, nanoparti-
cles are extensively studied in view of this [2]. For example,
nanoparticles as molecular labels, electrode catalysts, and nanos-
cale connectors between redox enzymes and base electrodes have
been reported.
We are interested in the electronic and surface characters of
nanoparticles as nanoscale interface for biofunctional molecules.
Several workers reported use of Au-nanoparticle (AuNP) for the
fabrication of electrochemical biosensors without soluble electron
mediators, and demonstrated that AuNPs are expected to present
an effective electrochemical interface to some enzymatic reactions
[3–6].
In a previous communication, we have brieﬂy reported a novel
high performance and reagentless electrochemical biosensor for
hydrogen peroxide using combination of horseradish peroxidase
(HRP) and AuNP [6]. The sensor is an indium-tin oxide (ITO)electrode carrying a monolayer of nanocomplex composed of an
AuNPs and HRP molecules, and is prepared in a very simple man-
ner. The nanocomplex is immobilized through simply drop-casting
the nanocomplex dispersion on the electrode. The sensor gives
direct electrocatalytic current to H2O2 with high electron transfer
efﬁciency at a mild potential without any soluble mediator.
Determination of hydrogen peroxide has been an important
topic in very wide ﬁelds, such as environmental, pharmaceutical,
clinical, and industrial applications, as reported in many works.
Our system requires the mild electrode potential comparable to a
soluble mediator system [7]. This is a strongly attractive feature
for minimizing non-speciﬁc electrochemical responses in practical
applications. Although there are several reports about the direct
electron transfer systems using the combination of the AuNP and
HRP [3,8–10], the working electrode potentials were generally
more negative, that is, they required a relatively high overpotential
for the direct electron transfer to HRP. Recent papers using the
combination of HRP and AuNP tend to ‘‘hybrid’’ approaches, that
is, the nanoparticles are combined with organic/inorganic materi-
als [11–14]. These approaches mainly aim to enhance the amount
of enzyme and/or functional site, and improve the sensitivity and
stability. Thus, the working potential of these sensors are not
improved relative to the conventional HRP/Au-nanoparticle sys-
tems reported. On the other hand, our system features not only
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potential for H2O2 detection.
The improved working potential and high sensitivity for H2O2
detection are attractive to fabricate biosensors for oxidase
substrates. Oxidases generate H2O2 through the oxidation of the
substrates by dissolved O2. The sensitive detection of thus gener-
ated H2O2 gives sensors for the oxidase substrates by the combina-
tion with the oxidase.
In this paper we describe detailed analysis and further applica-
tion of the above nanocomplex-based sensor. We ﬁrst describe
characterization of the nanocomplex and the immobilized layer.
We then discuss the kinetics of the surface process of the sensor
response of the nanocomplex-carrying electrode based on a hydro-
dynamic electrochemical technique and enzyme kinetics. For eval-
uating the applicability of the proposed sensitive H2O2 detection
system, we fabricated biosensors for glucose and uric acid by fur-
ther immobilizing glucose oxidase (GO) and urate oxidase (UO)
onto the nanocomplex-carrying electrode, respectively.2. Experimental
2.1. Materials
Horseradish peroxidase (HRP, EC1.11.1.7, Type VI), glucose oxi-
dase (GO, EC1.1.3.4, from Aspergillus niger, Grade II), urate oxidase
(UO, EC1.7.3.3, from yeast) was purchased from Sigma, Boehringer
Mannheim, and Oriental Yeast, respectively. A series of pullulans
from Shodex was used as the molecular weight standards for size
exclusion chromatography (SEC). All other chemicals were of
reagent grade and used without further puriﬁcation. Water was
puriﬁed with deionization and distillation. Indium-tin oxide (ITO)
coated glass plates (sheet resistance 10X) and ﬂuoride-doped tin
oxide (FTO) coated glass plates (sheet resistance 10X) were from
Geomatec and Nippon Sheet Glass, respectively.
2.2. Preparation of nanoparticles, nanocomplex, and electrodes
Quasi-monodisperse AuNPs with an average diameter of 16 nm
were prepared with the citrate reduction of 1 mmol L1 HAuCl4 at
the boiling temperature [15–17].
A prescribed amount of HRP was dissolved at room temperature
in the AuNP dispersion prepared above. A prescribed amount of the
mixed solution was cast on the base electrode, and naturally dried
below 10 C to give an HRP–AuNP nanocomplex-carrying electrode.
For the preparation of bienzyme electrodes, the nanocomplex-
carrying ITO electrode was ﬁrst treated with 1% glutaraldehyde
solution for 15 min, rinsed with water, and then treated with the
enzyme solution for 15 min.
2.3. Methods
Electrochemical measurements were operated with the
conventional 3-electrode system with a Toho Giken potentiostat
Model 2000 and a Yokogawa Electric Works pen recorder.
Hydrodynamic experiments were performed with a rotating Au
disc electrode and a Hokuto Denko rotator. A home-made Ag/AgCl
electrode (KCl satd.) and a Pt wire were used as reference and coun-
ter electrodes, respectively. All experimentswere done in aworking
solution (a 0.1 mol L1 phosphate buffer of pH 6.4) at 25 C.
Transmission electron microscopic observation was done with
JEOL JEM-1200EX andHitachi Denshi H-7650 electronmicroscopes.
UV–Vis absorption spectra were obtained with a Shimadzu
spectrometer Model UV3100.
Size exclusion chromatography was carried out with Shodex
Asahipak GS-620 columns (two columns in series, with a GS-2G7B pre-column) and a Hitachi HPLC pump Model L-6000. The elu-
ent was a 0.2 mol L1 phosphate buffer (pH 6.4) and the operation
was carried out at 50 C. The detection in a UV region was carried
out with a Hitachi diode array detector Model L-3000. The detec-
tion in a visible region was carried out with an Ocean Optics diode
array spectrophotometer Model USB2000 with a ﬂow-through
optical cell.
The dc electrical conductivity of the immobilized layer was
measured using an Advantest digital multimeter Model R6871
and a comb-type electrode.3. Results and discussion
3.1. Characterization of AuNPs and nanocomplex
Fig. 1(A) shows a transmission electron micrograph of the pre-
pared AuNPs featuring the average diameter of 16 nm (17% CV).
The visible absorption spectrum of the dispersion was shown in
Fig. 1(B), exhibiting typical plasmon absorption at around 520 nm.
When a protein was dissolved in the dispersion, the red shift of
kmax was observed. Fig. 1(C) shows change in the kmax as a function
of the added HRP concentration. The mixed dispersion includes
6  1015 particles L1 of the AuNPs. As the enzyme concentration
increases, the kmax increases and shows saturation. The shift indi-
cates the enzyme adsorption on the nanoparticle surface [18],
and the saturation of the shift suggests the saturation of the
enzyme adsorption.
Fig. 2 shows a typical size exclusion chromatogram for the
mixed dispersion of the AuNP and HRP. The dispersion contained
a sufﬁcient concentration of HRP (20 lmol L1) to ensure the satu-
ration of the enzyme adsorption. The detection was done with the
absorption at 210 nm. The trace shows three major peaks, A, B and
C. The peak C was assigned to citrate originally contained in the
reaction mixture from the retention time and the UV absorption
spectrum. The insets in Fig. 2 show the absorption spectra corre-
sponding to the peaks A and B, respectively. The molecular weight
(pullulan equivalent) of the peak B calculated from the retention
time is reasonably agreed with the molecular weight of HRP
(44 kDa [19]). Correspondingly, the peak B exhibited absorption
maxima at around 210 nm (peptide bond), 280 nm (weak, aro-
matic amino acid residues), and 400 nm (heme) (see the inset).
The peak B corresponds to the (excess) free HRP molecules. The
peak A gives the absorption maximum at around 525 nm corre-
sponding to the plasmon absorption of the AuNP, and light scatter-
ing towards the UV region. The pullulan equivalent molecular
weight of the peak A was 2.0  105, and hence, the corresponding
hydrodynamic diameter was estimated at 27 ± 2 nm [20]. This
value is reasonable as the size of the AuNP (16 nm) with the
adsorbed HRP (5 nm [21]) monomolecular layer. We thus con-
cluded that the peak A corresponds to the AuNPs with the
adsorbed enzyme monolayer. On the contrary, the AuNPs pro-
tected only with citrate (without the adsorbed protein) coagulate
and precipitate when the elution buffer is added to the dispersion.
The drastic improvement in the dispersion stability is also consis-
tent with the enzyme adsorption.
In general, adsorption behaviors should be essentially discussed
through the adsorption isotherm. In Fig. 2, however, we could not
evaluate the real equilibrium (non-adsorbed or free) enzyme
concentrations in the ordinate. We attempted the determination
of the free enzyme concentration in the dispersion containing
6.0  1015 particles L1 of the AuNPs and 0.15 lmol L1
(9.2  1016 molecules L1) HRP as follows. The AuNPs were sepa-
rated from the dispersion and the supernatant was concentrated
and analyzed with HPLC (the same setup with the above size exclu-
sion chromatography). The detection limit of the enzyme through
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Fig. 1. TEM image (A) and visible absorption spectrum (B) of the AuNP (as-prepared). (C) Change in peak wavelength of plasmon absorption of AuNP with HRP concentration.
Fig. 2. Size-exclusion chromatographic trace of a HRP/AuNP mixed dispersion. The
insets indicate a UV–Vis spectra at the corresponding peaks.
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enzyme from the supernatant. This means that more than 95% of
the added enzyme molecules were adsorbed at this enzyme con-
centration. We thus calculated that 15 molecules of HRP were
adsorbed on each AuNP at this condition. Below this added amount
level, we can consider the approximately complete adsorption of
the enzyme added on the AuNPs. When the enzyme concentration
increased, we can detect reasonable amounts of HRP with the
above method. The saturated adsorbed amount is estimated at
50 molecules/particle, being geometrically consistent with the
respective sizes of the AuNP and HRP molecule.
The monolayer adsorption of an enzyme on a nanoparticle
means the formation of a new functional nanocomplex. In the fol-
lowing sections, we discuss the characteristics of the electrodes
carrying this nanocomplex.1 10 100
0.1
[H2O2]  / µmol L
-1
Fig. 3. Typical sensor response of the nanocomplex-carrying electrodes of various
materials at +0.15 V vs. Ag/AgCl under continuous stirring (1 cps); j, ITO; d, Au;
N, FTO. HRP/AuNP ratio = 15:1, immobilized density = 2.7  1011 cm2.3.2. Sensor performance and preparative conditions
The above HRP/Au-nanocomplex was easily immobilized on an
ITO electrode surface by the simple drop-cast technique. The
deposited nanocomplex was sufﬁciently stable against rinsing with
water. The nanocomplex-carrying electrode shows an excellentsensor performance to H2O2 without any soluble mediator. We fur-
ther examined the effect of the base electrodematerials on the sen-
sor characteristics using ITO, FTO, and Au as the base electrode.
Fig. 3 shows calibration graphs for the nanocomplex-carrying
electrodes of various base electrode materials. All electrodes
responded to the addition of H2O2 within several seconds under
continuous gentle stirring. The ratio of enzyme/AuNP (number
base) was 15, and the immobilized density of the nanocomplex
was 2.7  1011 particles cm2 (the nominal value for the immobi-
lization process). The conditions were the optimized ones based
on the investigation described below. The electrode was operated
at +0.15 V vs. Ag/AgCl, where the direct electrochemistry of H2O2
is not observed for bare and AuNP deposited electrodes. The solu-
tion is continuously stirred at 1 rps and the response time is
rather limited with the stirring itself.
The sensor performance depended on the base electrode mate-
rials especially in sensitivity, although the current-concentration
proﬁles were geometrically similar in essence. The sensitivity in
the case of an FTO base electrode was obviously the lowest among
these base electrode materials. It was also found that the
nanocomplex was apt to partially peel off from the FTO surface.
On the Au electrode, the nanocomplex was stably immobilized
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trode. These observations strongly suggest that the nanocomplex
effectively connected to the base electrode contributes to the sen-
sor response, and that the contact between the AuNP core of the
nanocomplex and the base electrode surface is essentially impor-
tant for the sensitivity. These results will be discussed in view of
the kinetic analysis below. ITO is the best choice for the present
nanocomplex system among the electrode materials examined.
Fig. 4(A) shows the sensor response as a function of the
HRP/AuNP ratio for ITO electrodes carrying the nanocomplex. The
curve shows a maximum at the ratio 15. When the ratio is larger
than 20, we observed that some of the deposited nanocomplexes
peeled off from the electrode. In this region, non-adsorbed enzyme
molecules are simultaneously deposited on the electrode. These
molecules do not strongly interact with the surfaces of both the
AuNPs and the base electrode, but lie between the nanocomplexes
and/or between the nanocomplex and the base electrode. When
these excess molecules dissolve, a part of the nanocomplexes
simultaneously peel off, and hence the sensor response decreases.
When the ratio is smaller, the limited amount of the introduced
enzyme limits the response. From the stability of the deposited
layer and the loaded enzyme amount, we chose the ratio of 15 as
the optimum.
Fig. 4(B) shows the sensor response as a function of the loaded
density of the nanocomplex on the ITO electrode. In the low den-
sity region, the response increases with the increase of the loaded
density, but saturates in the high density region. When the loaded1 10 100 1000
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Fig. 4. Sensor response as the functions of (A) the HRP/AuNP ratio (immobilized densi
density (right, HRP/Au-nanocomplex ratio = 15:1; H2O2 concentration = 10 mmol L1). B
500 nm
Fig. 5. TEM images of coagulated nanocomplex ﬁlm peeled oamount exceeds a certain value, the nanocomplexes exist as the
multilayer. When there is no electrical connection between the
nanocomplexes, only the nanocomplex in the ﬁrst layer can electri-
cally connected to the base electrode, and can contribute to the
electrochemical response. We measured the electrical conductivity
of the nanocomplex layers deposited on a comb-type electrode.
The monolayer and multilayer of the nanocomplexes is highly
insulating (at least 1010X of the sheet resistance) in a dry nitrogen
atmosphere, although a wet air atmosphere gives a measurable
conductivity originated by water adsorbed on the protein mole-
cules. We thus concluded that there is no electrical connection
between the immobilized nanocomplexes.
Fig. 5 shows a TEM image of the deposited nanocomplex layer of
the optimized conditions. The ﬁlmwas peeled off from the electrode
for the TEMobservation. The particle density of 2.2  1011 cm2was
observed from the photographs and reasonably agreed with the
loaded density of 2.7  1011 cm2. In this image, we can see that
the AuNPs do not contact with each other. This is caused by the
adsorbed protein layer (just visible as slight shadow in the TEM
images), and is consistent with the results of the electrical conduc-
tivity measurement and the HPLC analysis above.
In the immobilized nanocomplex layer, the AuNP cores do not
contact with each other, and electrical connection between the
nanocomplexes is negligible with this system. The multilayer load-
ing of the nanocomplex is thus ineffective for the higher output
current because the nanocomplexes in the lowest layer can only
have the electrical connection to the base electrode. As seen in1010 1011 1012
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corresponds to the completion of the packed monolayer, being
consistent with the TEM observation in Fig. 5.
The stability of the electrodes was examined. The electrodes
were stored in air under refrigeration below 10 C when not in
use, and the response to 10 lmol L1 H2O2 was measured daily.
The sensor outputs after the 3 d storage were about 70% of the ini-
tial one. The electrodes show good reproducibility and stability
under these conditions. However, after the electrode was once
used in a high concentration of H2O2 (e.g. 1 mmol L1), the
response was suppressed to 50–70% of the original level even when
it was again operated in a dilute H2O2 solution. When the electrode
is operated in such high H2O2 concentration conditions, the current
response also gradually decreased. This instability is due to the
intrinsic nature of HRP [22], and is an essential problem of
HRP-based biosensors. However, use of the electrode in these high
concentration conditions is a rather special case in bioanalytical
applications, and the solution of this problem is beyond the scope
of the present work.
3.3. Hydrodynamic electrochemistry and kinetic analysis
The present electrode gave a steady-state current to the sub-
strate when the solution was continuously stirred. When the stir-
ring stopped, the current gradually decreased, and when the
stirring restarted, the current recovered to the original level. The
result means that the substrate supply to the electrode is one of
rate limiting steps in the sensor response.
We should analyze the surface process to characterize the
behavior of the nanocomplex separately from the mass transfer
process. We applied a hydrodynamic technique, that is, the rotat-
ing disc electrode (RDE) method to evaluate separately these pro-
cesses. In this experiment, an Au disc electrode was employed
because of the availability of the electrode whose geometry is suit-
able for the RDE experiment. The rotation speed dependency of the
sensor response was examined in the electrolyte containing vari-
ous concentrations of the substrate. The sensor output clearly
increased as the rotation speed increased. Fig. 6(A) shows
Koutecky–Levich plots of the output current at various substrate
concentrations. Each plot gives a reasonable straight line with a
certain value of the intercept. This means the mass transfer of
the substrate and the surface charge transfer process are both
the rate determining steps. The slope of each plot gives an essen-
tially identical diffusion constant of 7.1  106 cm2 s1 that is rea-
sonable for the one of H2O2.
The intercept of Koutecky–Levich plot gives the net charge
transfer rate without the mass transfer effect and we can exactly
evaluate the kinetics of the surface process. Fig. 6(B) shows a typ-
ical H2O2 dependence of the surface reaction rate determined byFig. 6. Kinetic analysis using a hydrodynamic method. (A) Koutecky–Levich plots for the
reaction rate determined from (A) as a function of H2O2 concentration.the above analysis. This ﬁgure is an ideal calibration graph under
the conditions where the mass transfer is inﬁnitely rapid and only
the surface reaction is rate-determining. Based on this ﬁgure, we
can analyze the kinetics of the present system.
The HRP reaction with a soluble mediator is schematically rep-
resented as follows [23]:
HRPþH2O2!k1 Compound IþH2O ð1Þ
Compound IþMedðredÞ!k2 Compound IIþMedðoxÞ ð2Þ
Compound IIþMedðredÞ!k3 HRPþMedðoxÞ ð3Þ
here k1, k2, and k3 are rate constants, Med(red) and Med(ox) repre-
sent reduced and oxidized form of a soluble mediator, respectively,
and Compounds I and II are the intermediate states of HRP, respec-
tively. The kinetic equation of the overall reaction was derived as
follows [7,24].
1
m
¼ 1
k1½H2O2 þ
k2 þ k3
k2k3½Med ð4Þ
here m is the rate of the overall enzymatic reaction. In the present
system containing no soluble mediator, the HRP intermediates,
Compounds I and II, must accept electrons from the electrode
through the AuNP core. Thus, the second term in the right hand
of Eq. (4) is a constant depending on the electrode potential.
Then, at a given electrode potential, Eq. (4) is redrawn as follows:
1
m
¼ 1
k1½H2O2 þ
1
mmax
ð5Þ
here mmax is a parameter including the rate constants of charge
transfer between the HRP intermediates and the electrode, and rep-
resents the maximum rate under the condition of the sufﬁcient sub-
strate concentration. In addition, as the reactions take place only on
the electrode, the observed surface reaction rate V in Fig. 6(B)
depends on the surface density of HRP, CE, according to the follow-
ing relationship:
V ¼ vCE ð6Þ
In Fig. 6(B), the experimental data reasonably obey on the best
ﬁt curve (solid curve) based on the above formulations. From this
analysis, we can calculate the maximum turnover as 30 s1 using
CE = 4.5  1012 molecules cm2 (estimated from preparative
conditions).
As described in the foregoing section, the current response
depended on the base electrode materials. Taking into account
the above analysis using an Au disc electrode, we estimated the
turnover of 70 s1 for the case of the ITO base electrode. This valuenanocomplex carrying Au-disc electrode at various H2O2 concentrations. (B) Surface
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reported in the literatures [3,25].
We can discuss the effect of the base electrode materials on the
sensor performance based on the above analysis. Returning to
Fig. 3, all the curves bend to saturate in a similar H2O2 concentra-
tion region, although the responses are linear in a lower H2O2 con-
centration range and the sensitivity of the electrodes differs.
According to the above kinetic analysis, this means that the speciﬁc
activity of the enzyme itself is similar and only the effective
amount of the enzyme differs among these electrodes. As the com-
position and the loaded density of the nanocomplex are identical in
Fig. 3, the apparent difference in the enzyme amount is caused by
the difference in the number of the nanocomplex that is electri-
cally connected to the base electrode, that is, some parts of the
nanocomplex immobilized on an electrode do not work – to be
called ‘‘dead.’’ Among the materials examined in this study, ITO
is the best choice for minimizing the ‘‘dead’’ nanocomplexes, how-
ever, further exploration of the electrode materials or chemical
modiﬁcation of the electrode surfaces may improve this factor.
The turnover frequencies above were calculated based on the
loaded amount of HRP. However, taking into account the existence
of the ‘‘dead’’ nanocomplexes, the ‘‘true’’ speciﬁc turnover for the
‘‘working’’ enzyme molecules may be higher, even in the case of
an ITO base electrode.
3.4. Working potential
We again stress the mild working potential of the present sys-
tem. We examined the working potential of the present system
with cyclic voltammetry and the catalytic current measurement
at constant potentials. The catalytic currents were observed from
ca. +0.25 V vs. Ag/AgCl. Although the magnitude of the catalytic
currents increased at more negative potentials, the background
currents also increased at the more negative potentials. In view
of both the catalytic sensitivity and the background stability, we
concluded that the optimum potentials range from +0.15 to
+0.20 V vs. Ag/AgCl. This potential range is similar to that of the
electrode chemically immobilized HRP operated with ferrocene
derivatives as the soluble mediator [7]. On the other hand, Xiao
et al. [3] reported the catalytic direct electron transfer current
through immobilized AuNP/adsorbed HRP system at 0.30 V vs.
SCE, and Jia et al. [8] reported the working potential of 0.25 V
vs. Ag/AgCl of the electrode carrying a silica gel network incorpo-
rating AuNPs and HRP. Ruzgas et al. [25] reported the catalytic cur-
rent at 0.00 V vs. SCE for an HRP-modiﬁed graphite electrode.
Comparing the potentials for these related systems, the present
system features notably positive working potential for the effective
electron transfer.
In the soluble mediator systems, Compounds I and II are
reduced by the soluble mediator (electron donor) according to0 20 40 60 80 100 120 140
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Fig. 7. Response of the bienzyme systems. Lethe above kinetic scheme (Eqs. (2) and (3)). Hexacyanoferrate(II)
and ferrocene derivatives are well-known as the electron donor
for HRP system [26]. The redox potential of these mediators is
about +0.2 V vs. Ag/AgCl in neutral pH conditions, and the biosen-
sor using the combination of HRP and these soluble mediators
works at the potentials around this range [7,24,26]. In the present
system, the sensor works at the similar potentials, and the direct
electron transfer from the AuNP to Compounds I and II is as efﬁ-
cient as the typical soluble mediators. On the other hand, most of
HRP–AuNP systems reported work at much negative potential such
as 0.2 V vs Ag/AgCl [3,8–10]. Similar working potentials for the
H2O2 detection were reported for an HRP-based nanowire system
[27], nonenzymatic electrocatalytic systems [28–32], and
nanomaterial-based systems with non-HRP proteins [13,33–37].
In these cases, it is reasonable to consider that the catalytic redox
centers do not work according to the above scheme. In most of
reported cases, H2O2 detection through direct electrochemistry of
HRP (and related electrocatalysts) is not based on the native reac-
tion of HRP, but another scheme utilizing Fe(II)-state of heme as
demonstrated by the redox behavior of peroxidases [38,39].
3.5. Application to bienzyme systems
In spite of many reports about electrochemical biosensors using
the HRP–AuNP combination, the present system features a note-
worthy mild working potential, that is, the nanocomplex carrying
electrode works at very mild potentials with minimized interfer-
ence from co-existing electroactive species in practical samples.
The present system is very suitable for monitoring the reaction
by H2O2-generating enzymes – oxidases [7,26]. In view of this,
two oxidases, glucose oxidase (GO) and urate oxidase (UO), were
further immobilized on the nanocomplex-carrying electrode to
fabricate sensors for glucose and uric acid, respectively. These
enzymes catalyze the reaction between the corresponding sub-
strate and dissolved oxygen to generate H2O2,
Substrateþ O2 ! Oxidized substrateþH2O2 ð7Þ
Fig. 7 shows the calibration curves of the sensors for glucose
and uric acid. The working buffer was an air-saturated pH 6.4
phosphate buffer throughout, and all the operations were con-
ducted at 25 C under continuous stirring (1 rps). The both elec-
trodes reasonably responded to the corresponding substrates,
respectively, and gave the steady-state current within 30 s.
The linear sensitivity of the glucose sensor in the low concentra-
tion region is in 0.1 lA mM1 cm2 level and is order-of-magnitude
higher than that of 50 nA mM1 cm2 level for the electrode carry-
ing HRP/GO bilayer operated with soluble mediators, that works
with the identical principle [7]. The immobilized amounts of GO
of the both sensors are in monolayer-modiﬁcation level and esti-
mated as in the same order. The sensitivity of the present system0 50 100 150 200 250 300
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GO reaction. This is caused by the lack of loss of the Med(ox) reduc-
tion by diffusion to the solution bulk, and is a typical merit of
non-mediator systems [40,41].
Although the detection of H2O2 is popular for GO-based electro-
chemical biosensors [7,42–44], the direct electrochemical detection
of H2O2 generated by the UO reaction is generally difﬁcult. H2O2
generated by the UO reaction readily forms a complex with allan-
toin, another product of the UO reaction [45], and the detection of
free H2O2 is in principle limited [46]. Furthermore, the electrooxi-
dation of H2O2 requires in general relatively high overpotentials
and we can hardly avoid the direct electrooxidation of uricate itself
that simultaneously occurs in the similar potential region. In view
of this, Nanjo and Guilbault [46] employed electrochemical moni-
toring of O2 consumption by the UO reaction for their historical
UO-immobilized platinum electrode. However, the primary prod-
ucts of the UO reaction are reported as 5-hydroxyisourate and
H2O2 [47], and a nonenzymatic post-reaction gives allantoin.
Rapid and sensitive detection of primarily generated H2O2may give
a biosensor based on the detection of H2O2 just generated.
Electrochemical detection of UO-generated H2O2 has been studied
using several electrocatalysts [30]. Use of H2O2-speciﬁc enzyme
may also dissolve this problem. Tatsuma et al. [26] employed an
HRP/UO bilayer-modiﬁed electrode with a soluble mediator, and
successfully detected the mediated reduction current of H2O2 gen-
erated by UO, however, the linear sensitivity in the low concentra-
tion region is limited to ca. 50 nA mM1 cm2. The present
nanocomplex-based urate sensor exhibited the sensitivity of ca.
3 lA mM1 cm2 in spite of the comparable amount of the immobi-
lized enzyme, conﬁrming order-of-magnitude higher detection efﬁ-
ciency of the present nanocomplex electrode.
3.6. Future scope
The present system demonstrates the facilitated electron trans-
port between HRP and the base electrode through the AuNP as the
nanoscale connector. This is probably related strongly to the
adsorbed state of the enzyme molecules on the AuNP and some
characteristic electronic interaction between the AuNP and the
enzyme redox center (heme). In view of this, the examination of
the size dependence of the AuNP on the sensor performance may
give valuable information about the origin of the excellent charge
transfer character of the present system.
It is also noteworthy that our system employs
enzyme-nanoparticle nanocomplex that is spontaneously formed
(a kind of self-assembly, in a way) as a functional unit. The
nanocomplex can be easily immobilized to the electrode surface
of many kinds of substrate materials and potentially compatible
to some microfabrication technologies, such as ink-jet printing—
the nanocomplex can be printed with an ink-jet printer at desired
point or area, and applicable to fabricating printed devices.
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